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Produktvergleich

HC-X20 HC-X2 HC-X1

Sensor Effective 15.03M Pixels, 1.0-type (inch) MOS Effective 15.03M Pixels, 1.0-type (inch) MOS Effective 8.9M Pixels, 1.0-type (inch) MOS

Lens Brand - - LEICA Dicomar Lens

F Value F2.8 – 4.5 F2.8 – 4.5 F2.8 – 4.5

Zoom Optical 20x / Intelligent Zoom 24x (UHD), 32x (FHD) Optical 20x / Intelligent Zoom 24x (UHD), 32x (FHD) Optical 20x / Intelligent Zoom 30x (FHD)

Wide Angle 24.5mm 24.5mm 24mm

Image Stabilizer 900% correction area + 5-Achsen Hybrid O.I.S. +  (UHD/FHD) 900% correction area + 5-Achsen Hybrid O.I.S. + (UHD/FHD) 900% correction area + 5-Achsen Hybrid O.I.S. + (FHD) 

Minimum Illumination 0.6 Lx (Super Gain: 30dB,1/30sec) 0.6 Lx (Super Gain: 30dB,1/30sec) 0.2 Lx (+18dB,1/2sec, High-sensitivity) 

4K/UHD
MOV (HEVC)  UHD/60P 200Mbps, 4K/24p 150Mbps
MP4 (HEVC)   UHD/60P 100Mbps

MOV (HEVC)  UHD/60P 200Mbps, 4K/24p 150Mbps
MP4 (HEVC)   UHD/60P 100Mbps

MOV/MP4     UHD/60P 150Mbps
MOV/MP4     4K/24P 100Mbps

FHD
MOV         FHD 60p/50p 200Mbps
AVCHD     FHD 60p/50p  25Mbps

MOV         FHD 60p/50p 200Mbps
AVCHD     FHD 60p/50p  25Mbps

MOV/MP4 FHD 60p/50p 200Mbps
AVCHD     FHD 60p/50p  28Mbps

Super Slow FHD 120fps (59.94Hz) / 100 fps (50Hz) FHD 120fps (59.94Hz) / 100 fps (50Hz) FHD 120fps (59.94Hz) / 100 fps (50Hz)

VFR FHD 2-60 fps FHD 2-60 fps FHD 2-60 fps

Dual Codec Recording - ✓ ✓

Simultaneous/Background Recording ✓ ✓ ✓

Relay Recording ✓ ✓ ✓

LCD Monitor/EVF Simultaneous Display ✓ ✓ -

SDI/HDMI Simultaneous Output - ✓ -

HDR - HLG/13-stop V-Log -

TC In/Out ✓ ✓ -

ND Filter OFF, 1/4, 1/16, 1/64 OFF, 1/4, 1/16, 1/64 OFF, 1/4, 1/16, 1/64

IR Shooting* ✓ ✓ ✓

LCD 3.5-inch High Brightness (2,760K) 3.5-inch High Brightness (2,760K) 3.5-inch (1,152K)

EVF OLED 0.39-inch (1,769k) OLED 0.39-inch (1,769k) OLED 0.39-inch (1,769k)

SDI / HDMI - / ✓ ✓ / ✓ - / ✓

XLR XLR x  2 XLR x  2 XLR x  2

Camera Remote ✓ ZOOM S/S, FOCUS IRIS ✓ ZOOM S/S, FOCUS IRIS ✓ ZOOM S/S, FOCUS IRIS

USB ✓ (3.1, HOST/DEVICE) ✓ (3.1, HOST/DEVICE) ✓ (3.0, HOST/DEVICE)

Ethernet / Wi-Fi - /✓ ✓ / ✓ - / Option

Live Streaming RTSP/RTP/RTMP/RTMPS RTSP/RTP/RTMP/RTMPS -

Size / Weight 171 x 195 x 343 mm / 2.00kg (2.43kg) 173 x 195 x 344 mm / 2.04kg ( 2.49kg) 173 x 195 x 346 mm / 2.0kg ( 2.4kg)


