
Model

Rated Power 10W

Input

Voltage/Current

DC5V/2.4A, AC100-240V 50Hz/60Hz

CRI Average 95

TLCI Average 97

CCT 2700K-7500K (G/M)

Dimming
On board control: 0, 20, 40, 60, 80, 100

NANLINK App control: 0-100

Control On-board, 2.4G, Bluetooth, DMX/RDM, Wire Control

Effect

Hue Loop, CCT Loop, INT Loop, Flash, Pulse, Storm, Police Car, TV,

Paparazzi, Candle/Fire, Disco, Bad Bulb, Firework, Explosion and

Welding.

Battery Run

Time

With NPF 970 battery 100% brightness ≈ 5.5 hours

With NPF 750 battery 100% brightness ≈ 3 hours

With NPF 550 battery 100% brightness ≈ 1.7 hours

Product Size φ73×121mm / φ2.87×4.76"

Product

Weight

0.17kg / 0.37lb

Certifications CE, UKCA, PSE, NCC, ROHS

Technical Data

PavoBulb 10C



PavoBulb 10C

Distance 0.3M 0.5M 1M

2700K 885 lux / 82 fc 319 lux / 30 fc 80 lux / 7 fc

3200K 923 lux / 86 fc 332 lux / 31 fc 83 lux / 8 fc

4300K 955 lux / 89 fc 344 lux / 32 fc 86 lux / 8 fc

5600K 975 lux / 91 fc 351 lux / 33 fc 87 lux / 8 fc

6500K 1018 lux / 95 fc 366 lux / 34 fc 91 lux / 8 fc

7500K 951 lux / 88 fc 342 lux / 32 fc 86 lux / 8 fc

R 219 lux / 20 fc 77 lux / 7 fc 22 lux / 2 fc

G 606 lux / 56 fc 223 lux / 21 fc 58 lux / 5 fc

B 105 lux / 10 fc 40 lux / 4 fc 10 lux / 1 fc

Illumination (lux / fc)


